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XP         BC         30
 Belt Clip Belt Width

XP-L3012 XP-BC30
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Belt Lock Belt Clip
XP         L         30             12

Series No Belt Lock Belt Width Max Hoist Height

L1NO Part No. L2HOISTING HEIGH

H   12m

   20m   H   50m

  12m   H   20m

   50m   H   80m

408XP-L3012

XP-L3020

XP-L3050

XP-L3080
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116
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L1

L2
42 68

lock case
1 type hexagon

nut M16lock core gasket
hinge pin

8X50 springthreaded rod cotter
φ2X32

elastic cylindrical
3X40φ

1x 1x 1x 1x1x 1x 2x2x3x

1x 1x 2x

Belt end buckle dimensions

A belt end fixing device dimensions

Belt Lock Installation instruction

Figure 1 Figure 2

Belt buckle end A belt buckle
end plate

Clamp screw
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Step1: 
insert belt into the buckle. 
Please note：
1. The screw keep the same 
direction as show in the4 
picture. 
2. Tight the screw, avoid belt 
clip slip.
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Step 2: 
Insert the belt into buckle 
straight side, push from one 
side, and draw from another 
side. 
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Step 3: 
Insert belt from hypotenuse 
side into lock case, push 
from one side, and draw 
from another side.            
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Step 4: 
Pull the belt tightly.  Adjust 
the belt length according to 
practical use.
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Adjustment procedure of belt lock fix device & 
requirement as follows:
After elevator running up and down several times, 
adjust the height of spring,  when the cabin at half 
travelling height in the shaft, ensure each belt lock 
spring in the same size, thus the L keep the same 
height.

Step 5:  
1.Take off out the pin.  
2. Pull out the hinge pin.
3. Tight the belt again. 
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Step 6: 
Clamp the belt 2 side by belt clip.  
Note:
1. Distance keep 160-200 mm.   
2. The belt bear the stress keep 
Straight vertical. 
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A belt end fixing device schematic adjustment

Note: the distance between the end fixed device of each traction belt should guarantee for 45mm, and in the same line.
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